| Przektadniki prgdowe {,

Przektadnik pragdowy z otworem na szyne i przewdd - rozliczeniowy ASK 123.3

Prad wtérny [A] / Klasa doktadnosci

Prad Moc 5A 5A 5A
pierwotny przekfadnika KI. 0,5 Kl. 0,5s Kl. 0,2
[A] [VA] Nr katalogowy Nr katalogowy Nr katalogowy
25 GV56-2301D GV56-2302D
750 5 GV56-2301F GV56-2302F
10 GV56-2301H GV56-2302H
25 GV56-2501D GV56-2502D GV56-2503D
1000 5 GV56-2501F GV56-2502F GV56-2503F
10 GV56-2501H GV56-2502H
5 GV56-2601F GV56-2602F GV56-2603F
1200 10 GV56-2601H GV56-2602H GV56-2603H
15 GV56-2601J GV56-2602)
5 GV56-2701F GV56-2702F GV56-2703F
1250 10 GV56-2701H GV56-2702H GV56-2703H Szyna 1 120x30 mm
15 GV56-2701J GV56-2702) GV56-2703) Szyna 2 3% 10010 mm
5 GV56-2801F GV56-2802F GV56-2803F o
1500 10 GV56-2801H GV56-2802H GV56-2803H Max. srednica przewodu 100 mm
15 GV56-2801J GV56-2802J GV56-2803) Szerokoié 172 mm
5 GV56-2901F GV56-2902F GV56-2903F
1600 10 GV56-2901H GV56-2902H GV56-2903H Wysokos¢ 187,5mm
15 GV56-2901J GV56-2902) GV56-2903J Glebokos¢ 59 mm
5 GV56-3001F GV56-3002F GV56-3003F
5000 10 GV56-3001H GV56-3002H GV56-3003H
15 GV56-3001J GV56-3002J GV56-3003J _ _
30 GV56-3001L GV56-3002L i - .
5 GV56-3201F GV56-3202F GV56-3203F
5500 10 GV56-3201H GV56-3202H GV56-3203H
15 GV56-3201J GV56-3202J GV56-3203J
30 GV56-3201L GV56-3202L |
5 GV56-3301F GV56-3302F GV56-3303F g
2000 10 GV56-3301H GV56-3302H GV56-3303H |
15 GV56-3301J GV56-3302J GV56-3303J
30 GV56-3301L GV56-3302L

Nr katalogowy .2

[ ! Uchwyt do montazu na szyne DIN i

35mm = k&

Ostona do plombowania Forma A 59040
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